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BEYOND 30’ (TWO LIFTS).

NOTES

LIGHT TRAFFIC ~ ADT <

2" SUPERPAVE ASPHALT MIX 9.5mm OR 12.5mm FOR SURFACE. PG64S-22., LEVEL 2
SUPERPAVE ASPHALT MIX 19.0mm OR 25.0mm FOR BASE., PG645-22, LEVEL 2 (SEE NOTES 1 THROUGH 4)
24" GRADED AGGREGATE BASE (FOUR LIFTS) FOR 30’ CLOSEST TO BRIDGE OR 12" GRADED AGGREGATE BASE

BRIDGE APPROACHES

10,000 VEHICLES/DAY. ASPHALT BASE LAYER SHALL BE 8" THICK.

1.
2. MEDIUM TRAFFIC ~ ADT »10.000 TO LESS THAN ¢ 30.000 VEHICLES/DAY. ASPHALT BASE LAYER SHALL BE 10" THICK.
3. HEAVY TRAFFIC ~ ADT > 30.000 VEHICLE/DAY. ASPHALT BASE LAYER SHALL BE 12" THICK.

4. REFER TO SPECIFICATION 505.03.10 FOR MINIMUM AND MAXIMUM LIFT THICKNESSES.
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